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COOLANT PUMPS

COOLANT PUMPS

ACPQ-HSP

• The pumps in this series are mainly used in 

 CNC-lathes and CNC-machining centers due to their 

 high pressure and sufficient flow rate (used as original 

 installation for example in South Korean machine tools

 Doosan, Hyundai, Samsung and Hwacheon).

• The pump is designed in such a way that heat transfer 

 is minimal between the motor and the pump.

• The impeller is made of stainless steel, 

 which prevents rusting.

MPS 03 SCREWPUMP (40 BAR AND 70 BAR)

APPLICATIONS:
• High pressure pumps with low volumetric delivery

• Cutting, turning milling, boring, grinding and similar applications of machine tools

• Especially used for deep hole boring operations due to the high pressure up to 100 bar

• Pumping cutting/cooling fluids in circulation systems

FLUID SPECIFICATIONS:
• Coolants • Emulsions (minimum 5% oil)

• Cutting oils • Thermal oils (contact for detailed information)

• Grinding oil • Kinematic viscosity 1...400 mm2 /s (contact for higher viscosities)

MATERIALS:
Spindles: high performance steel

Pump body: Cast iron - DIN GG 25

Suction casing: Cast iron - DIN GG 25

Discharge casing: Cast iron - DIN GG 25

Housing and coupling: Aluminium

Rotary shaft lip-type seal: PTFE

O-ring: FKM (FPM)

suction pipe: Steel

MOTOR:
IE2 3-phase induction motor

2-pole, 3000 RPM

Protection degree, IP 55

Insulation class F

ACPQ-300HSP 200, 
ACPQ-400HSP 280

 Model Discharge volume  (l/min) Power (kW) Weight  (kg)

  1cSt  25cSt  

 40 bar 33,8  41,7 4 48

 70 bar 26,2  38,7 7,5 62

 Malli L1 L2 L3 TL H1 PE (INLET) PE (OUTLET)

 300HSP 200 358 308 227 690 271 PS 1/2” PS 1/2”

 400HSP 280 465 415 247 817 271 PS 1/2” PS 1/2”

 Model Discharge Pressure  (bar) Outlet  (PS) Inlet  (PS) Power  (kW) Frequency  (Hz) Voltage  (V) Current (A) Weight  (kg)
  volume  (l/min)

 ACPQ-300HSP 200 20 14,0  1/2” 1/2” 2,9 50 200/380 10,1/5,8 64

 ACPQ-400HSP 280 20 19,5 1/2” 1/2” 4,0 50 200/380 14,2/8,2 73
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• Protects tools from damage

Flow: 80 l/min max

Pressure: 30 bar max

Filter: 90 µm 

Optional: 60 µm filter

ACFC-S-70-20A-TM

•  ACFC-S-70-20A-TM 

is coolant filtration system 

with high pressure pump.

•  It is compact and 

well finished

EMULSION PRESSURE FILTER

COOLANT PUMPS

3/4” thread

220 mm

100 mm

blockage sensor

 Model Discharge Pressure  (bar) Power  (kW) Frequency (Hz) Voltage (V) Current (A)
  volume (l/min)

 ACFC-S-70-20A-TM 18 70 5,5 50 220 24,2
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SARIGÖL – CHIP CONVEYORS

HINGED BELT CONVEYORS

Hinged belt conveyors are used to convey a broad range of long, 

rough, curled and crumb type chips. They can convey chips 

which come from transmission steel, work tool steel, aluminum 

alloy metal, as well as other materials such as teflon, delrin, etc.

These conveyors are designed to sustain corrosion and impact.

Hinged belt conveyors are available in different dimensions, 

angles and chip capacities.

DRAG CONVEYORS

Drag conveyors are used to convey small chips and particles which come from 

materials such as iron, cast-iron, brass-alloys and aluminium. Drag conveyors are 

available in different dimensions, angles and chip capacities.

MAGNETIC CONVEYOR

Magnetic conveyors are used to carry chips and workpieces. 

Conveyors are suited only for small and light-weight objects.

We stock original coolant pumps for South Korean machines such as Doosan, 

Hyundai and Hwacheon. We have also wide range of oil skimmers 

and oil mist collectors in our stock.

If you have any questions, do not hesitate to contact us!

Tekupit Oy

Koiramäki 4, FIN-33960 Pirkkala

Showroom - Warehouse 

Lasikaari 3, FIN-33960 Pirkkala

Jari Vainio

tel. +358 40 7090 509  •  jari.vainio@tekupit.fi


